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Monitor desk mount

Monitor bureausteun

Monitor Tischhalterung

Support moniteur de bureau

Supporto da scrivania per monitor

Soporte de escritorio para monitor

Suporte de mesa para monitor

Bordbeslag skærm

Bordstativ til skjerm

Skrivbordsfäste för bildskärm

Näytön pöytäteline

Uchwyt nabiurkowy do monitora

Stolní držák monitoru

Držiak na monitor

Suport de birou pentru monitor



Prepare the clamp for use 
Maak de klem klaar voor gebruik 
Vorbereiten der Klemme 
Préparer la pince pour l’utilisation 
Preparare il morsetto per l’uso 
Prepare la abrazadera para el uso 
Prepare a braçadeira para uso 
Przygotuj zacisk do użycia 

Install the clamp to the desk
Installeer de klem aan het bureau
Installieren der Klemme auf dem Schreibtisch
Installez la pince sur le bureau
Installa il morsetto sulla scrivania
Instale la abrazadera en el escritorio
Instale a braçadeira na mesa
Zainstaluj zacisk na biurku

Install the monitor
Installeer de monitor
Monitor einhängen
Installation du moniteur
Installare il monitor
Instalando el monitor
Instalando o monitor
Instalowanie monitora 

Attach the arm to the rod, adjust height and tighten
Bevestig de arm aan de stang, stel de juiste hoogte in en draai vast
Befestigung des Arms an der Stange, Höhe einstellen und fixieren
Attachez le bras à la tige, réglez la hauteur et fixer
Collegare il braccio all’asta, regolazione dell’altezza e stringere
Conecte el brazo a la barra, ajuste altura y apretar
Anexar o braço para a haste, ajuste altura e aperte
Przymocuj ramię do rurki, regulacja wysokości i dokręcić

Route the cables
Werk de kabels weg
Kabel verlegen
Positionnez vos câbles dans les chemins prévus à cet effet
Routing dei cavi
Colocacion de los cables
Colocação dos Cabos
Organizacja kabli
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FPMA-D930D

Tool

STEP 1

STEP 2

STEP 3

STEP 4

STEP 5

Screen size

VESA

Weight capacity

Tilt

Swivel

Rotate

Height

Depth

Gas spring

Curved screen compatible

Quick-release VESA

Top-�x clamp

180° lock system

Handlebar

Crossbar

Cable management

Screen size

VESA

Weight capacity

Tilt

Swivel

Rotate

Height

Depth

Gas spring

Curved screen compatible

Quick-release VESA

Top-�x clamp

180° lock system

Handlebar

Crossbar

Cable management

0-7 kg |
0-15,4 lbs

Screen size

VESA

Weight capacity

Tilt

Swivel

Rotate

Height

Depth

Gas spring

Curved screen compatible

Quick-release VESA

Top-�x clamp

180° lock system

Handlebar

Crossbar

Cable management

Screen size

VESA

Weight capacity

Tilt

Swivel

Rotate

Height

Depth

Gas spring

Curved screen compatible

Quick-release VESA

Top-�x clamp

180° lock system

Handlebar

Crossbar

Cable management
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Screen size

VESA

Weight capacity

Tilt

Swivel

Rotate

Height

Depth

Gas spring

Curved screen compatible

Quick-release VESA

Top-�x clamp

180° lock system

Handlebar

Crossbar

Cable management

Screen size

VESA

Weight capacity

Tilt

Swivel

Rotate

Height

Depth

Gas spring

Curved screen compatible

Quick-release VESA

Top-�x clamp

180° lock system

Handlebar

Crossbar

Cable management

0-50 cm

Screen size

VESA

Weight capacity

Tilt

Swivel

Rotate

Height

Depth

Gas spring

Curved screen compatible

Quick-release VESA

Top-�x clamp

180° lock system

Handlebar

Crossbar

Cable management

Screen size

VESA

Weight capacity

Tilt

Swivel

Rotate

Height

Depth

Gas spring

Curved screen compatible

Quick-release VESA

Top-�x clamp

180° lock system

Handlebar

Crossbar

Cable management
19-62 cm




